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General Description

The system is composed of an on-board device without any connections  to 
the vehicle, it uses software on a personal computer aided with cartographic 
maps.
There are 3 versions of the POSITION localisation system. The vehicle device 
is able to communicate via SMS or Data Link on the GSM net, data
connection or GPRS.
The main characteristic of this system is the easiness with which it can be 
installed, no power supply or external connections for antennas are required.



Characteristics of all POSITION models

• Management of the localisation of any vehicle in movement

• Position request via GSM net using  SMS, data connection or by a simple 
ring 

• Use of  ACP protocol for communications with the operative center

• Periodical positioning message

• Automatically sends position

• Possibility to activate or deactivate the system using the GSM network 

• Internal diagnosis



Technical Data

• Dual band 900/1800 GSM modem
• Uses SIM GSM that are not supplied with :

data, voice + data  (M2M)
• 12 channel GPS receiver
• Internal GPS antenna
• Internal GSM antenna
• External GPS antenna connector
• Multicoloured led signals function status
• Internal rechargeable Li-Ion battery
• Internal battery recharge 
• RS232 serial port for configuration 
• 2 digital inputs
• 9-27V input for recharging
• -30 + 75 °C temperature
• IP 44 protection
• 110 x 60 x20 dimensions 



Characteristics:
• System always active, it has an internal battery recharger that can be 

connected to the cigarette lighter
• 2 digital inputs which send messages to the service center
• Internal diagnosis to control temperature and number of recharges.
• Multicoloured led to signal function status
• Connecting RS232 with terminal for parameter configurations or 

diagnostics

Communication with the service operator
• Sends messages on request of the service center; 
• Sends position messages on the request of the service operator 

using a ring  of the telephone
• Request position and time according to interval imposed by the 

operator
• Sending messages automatically:

• Input 1 or 2 activated
• Activation/deactivation of single functions 
• Message contents:

• Geographic position 
• Date and time
• GPS precision
• N. battery recharges
• Internal temperature
• IMEI


